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(2) The highest point must not be
more than 18.3 meters (60 feet) above
the ground.

(d) If your R/C station is located near
an airport, and if you antenna struc-
ture is more than 6.1 meters (20 feet)
high, your may have to obey additional
restrictions. The highest point of your
antenna must not exceed one meter
above the airport elevation for every
hundred meters of distance from the
nearest point of the nearest airport
runway. Differences in ground ele-
vation between your antenna and the
airport runway may complicate this
formula. If your R/C station is near an
airport, you may contact the nearest
FCC field office for a worksheet to help
you figure the maximum allowable
height of your antenna. Consult part 17
of the FCC’s Rules for more informa-
tion.

WARNING: Installation and removal of R/C
station antennas near powerlines is dan-
gerous. For your safety, follow the installa-
tion directions included with your antenna.

[48 FR 24890, June 3, 1983, as amended at 48
FR 41416, Sept. 15, 1983]

§95.209 (R/C Rule 9) What equipment
may I use at my R/C station?

(a) Your R/C station may transmit
only with:

(1) An FCC certificated R/C trans-
mitter (certificated means the FCC has
determined that certain radio equip-
ment is capable of meeting rec-
ommended standards for operation); or

(2) A non-certificated R/C trans-
mitter on Channels 26.995-27.2556 MHz if
it complies with the technical stand-
ards (see part 95, subpart E).

(3) Use of a transmitter outside of the
band 26.955-27.2556 MHz which is not cer-
tificated voids your authority to oper-
ate the station. Use of a transmitter in
the band 26.995-27.2556 MHz which does
not comply with the technical stand-
ards voids your authority to operate
the station.

(b) You may examine a list of certifi-
cated transmitters at any FCC field of-
fice.

§95.211

(¢c) Your R/C station may transmit
with a transmitter assembled from a
kit.

(d) You must not make, or have
made, any internal modification to a
certificated transmitter. (See R/C Rule
22.) Any internal modification to a cer-
tificated transmitter cancels the cer-
tification, and use of such a trans-
mitter voids your authority to operate
the station.

[63 FR 36610, July 7, 1998]
§95.210 (R/C Rule 10) How much
power may I use?

(a) Your R/C station transmitter
power output must not exceed the fol-
lowing value under any conditions:

Trans-

mitter

power

Channel (carrier

power)

(watts)
27.255 MHz . 25
26.995-27.195 MHZ ..ot 4
72-76 MHz ... . 0.75

(b) Use of a transmitter which has
power output in excess of that author-
ized voids your authority to operate
the station.

§95.211 (R/C Rule 11) What commu-
nications may be transmitted?

(a) You may only use your R/C sta-
tion to transmit one-way communica-
tions. (One-way communications are
transmissions which are not intended
to establish communications with an-
other station.)

(b) You may only use your R/C sta-
tion for the following purposes:

(1) The operator turns on and/or off a
device at a remote location (Refer to
Diagram 1); or

(2) A sensor at a remote location
turns on and/off an indicating device
for the operator. (Refer to Diagram 2).
Only Channels 26.995 to 27.2556 MHz (see
R/C Rule 7, §95.207(a)(1)) may be used
for this purpose. (A remote location
means a place distant from the oper-
ator.)
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